
2026 MTAA Pavement Repair Program 
Topeka Regional Airport and Business Center 

Philip Billard Municipal Airport 
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NOTICE TO BIDDERS - REVISED 
METROPOLITAN TOPEKA AIRPORT AUTHORITY 

2026 MTAA PAVEMENT REPAIR PROGRAM 
TOPEKA REGIONAL AIRPORT & BUSINESS CENTER 

PHILIP BILLARD MUNICIPAL AIRPORT 
TOPEKA, KANSAS 

Sealed bids will be received until 10:00 AM (CDT) August 20, 2026, and then publicly opened and read 
at Metropolitan Topeka Airport Authority Administrative Offices, 6510 SE Forbes Avenue, Suite # 
1, Topeka, Kansas 66619 for furnishing all labor, materials and equipment and performing all work 
necessary for 2026 MTAA Pavement Repair Program at Topeka Regional Airport and Business 
Center and Philip Billard Municipal Airport, Topeka, Kansas. 

All prospective bidders are directed to contact Aimee Hall, MTAA Operations, to arrange for a site visit / 
information meeting prior to submitting their bid in order to provide an informed, responsible low bid.  A 
pdf copy of the project information will be provided to those requesting information at the time of the 
meeting.  Ms. Hall can be contacted at: 

Aimee Hall, Operations Officer 
Metropolitan Topeka Airport Authority 
6510 SE Forbes Avenue, Suite 1 
Topeka, Kansas 66619 
Tel:  785-862-0399 
Email: ahall@mtaa-topeka.org  
 

PROJECT LOCATIONS: The project work activities will occur at multiple areas at the following 
locations: 

A. Topeka Regional Airport 
B. Topeka Regional Business Center. 
C. Philip Billard Municipal Airport. 

 

PROJECT DESCRIPTION:  See MTAA Pavement Repair Package 

 

CONTRACT WORK ITEMS.  See MTAA Pavement Repair Package 

CONTRACT TIME AND PROJECT SCHEDULE.     The work should be started as soon as possible 
after award date. The owner has established a contract completion date of December 15, 2026.  All project 
work shall be substantially completed within the stated timeframe.   

BID GUARANTEE.  Each proposal must be accompanied by a bid guarantee in the amount of five (5) 
percent of the total amount of the bid.  The bid guarantee may be by certified check or bid bond made 
payable to Metropolitan Topeka Airport Authority. 

BONDING REQUIREMENTS.  The successful bidder will be required to furnish separate performance 
and payment bonds each in the amount equal to 100% of the contract price at the time of contract execution. 

AWARD OF CONTRACT.  All proposals submitted in accordance with the instructions presented herein 
will be subject to evaluation.  Bids may be held by the Metropolitan Topeka Airport Authority for a period 
not to exceed thirty (30) days from the date of the bid opening for the purpose of evaluating bids prior to 
award of contract. 

mailto:ahall@mtaa-topeka.org
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Award of contract will be based on the lowest aggregate sum proposal submitted from those bidders that 
are confirmed as being responsive and responsible.  The right is reserved, as the Metropolitan Topeka 
Airport Authority may require, to reject any and all bids and to waive any informality in the bids received. 

CONTRACT PROVISIONS.  This project is subject to the following partial listing of contract provisions, 
statutes and regulations: 

Equal Employment Opportunity - Executive Order 11246 and 41 CFR Part 60:  The Bidder’s attention 
is called to the "Equal Opportunity Clause" and the "Standard Federal Equal Employment Opportunity 
Construction Contract Specifications" set forth within the supplementary provisions. The successful 
Bidder shall not discriminate against any employee or applicant for employment because of race, color, 
religion, sex, or national origin.  The Contractor will take affirmative action to ensure that applicants 
are employed, and that employees are treated during employment without regard to their race, color, 
religion, sex, or national origin. 

Certification of Non-segregated Facilities – 41 CFR Part 60: A certification of Non-segregated 
Facilities must be submitted prior to the award of a federally-assisted construction contract exceeding 
$10,000 which is not exempt from the provisions of the Equal Opportunity Clause. 

Contractors receiving federally assisted construction contract awards exceeding $10,000, which are not 
exempt from the provisions of the Equal Opportunity Clause will be required to provide for the 
forwarding of the notice to prospective subcontractors for supplies and construction contracts where 
the subcontracts exceed $10,000 and are not exempt from the provisions of the Equal Opportunity 
Clause.  The penalty for making false statements in offers in prescribed in 18 U.S.C. 1001. 

Debarment, Suspension, Ineligibility and Voluntary Exclusion – 49 CFR Part 29: The bidder certifies, 
by submission of a proposal or acceptance of a contract, that neither it nor its principals are presently 
debarred, suspended, proposed for debarment, declared ineligible, or voluntarily excluded from 
participation in this transaction by any Federal department or agency.  Individuals or companies listed 
in the General Services Administration’s “Excluded Parties Listing System” will not be considered for 
award of contract. 

ADDITIONAL PROVISIONS.  Project work items shall be in compliance with the “CITY OF TOPEKA 
AND SHAWNEE COUNTY STANDARD TECHNICAL SPECIFICATIONS”. 

SUBMITTAL OF PROPOSALS.  Envelopes containing bids must be sealed and addressed to: 

Hand & Mail Delivery of Proposals: Metropolitan Topeka Airport Authority 
     6510 SE Forbes Avenue, Suite # 1 
     Topeka, KS 66619 
     TEL:  785-862-2362 
The upper left hand corner of the sealed envelope must identify the following information: 

CONTRACT PROPOSAL 
Bid of {Insert Name of Bidder} 
2026 MTAA Pavement Repair Program 
To be opened at: 10:00 AM, August 20, 2026 
 
 

END OF NOTICE TO BIDDERS 
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MTAA PAVEMENT REHABILITATION DESCRIPTIONS

Philip Billard Municipal Airport

Airside Rehabilitation

TOP A-1 Pavement heave in concrete pavement.
1. Area of Repair: 19’ x 5’ = 95 SF
2. Method of Repair: 5” Full depth pavement repair

TOP A-1a Pavement heave in concrete pavement.
1. Area of Repair: 19’ x 5’ = 95 SF
2. Method of Repair: 5” Full depth pavement repair

TOP A-2 Mill concrete pavement and overlay with 2” asphalt pavement.
1. Area of Repair: 45’ x 128’ = 1,920 SF
2. Method of Repair: 2” mill and overlay

TOP A-3 Pavement distress in asphalt pavement.
1. Area of Repair: 4’ x 31’ = 124 SF
2. Method of Repair: 2” mill and overlay

Landside Rehabilitation

TOP L-1 Pothole in asphalt pavement.
1. Area of Repair: 15’ x 7’ (triangle) = 52.5 SF
2. Method of Repair: 6” Full depth pavement repair

TOP L-1a Pothole in asphalt pavement.
1. Area of Repair: 9’ x 9’ = 81 SF
2. Method of Repair: 6” Full depth pavement repair

TOP L-1b Pothole in asphalt pavement.
1. Area of Repair: 9’ x 6’ = 54 SF
2. Method of Repair: 6” Full depth pavement repair

TOP L-2 Level up pavement.
1. Area of Repair: 53’ x 4’ = 212 SF
2. Method of Repair: 2” mill and overlay

TOP L-2a Level up pavement.
1. Area of Repair: 26’ x 3’ = 78 SF
2. Method of Repair: 2” mill and overlay
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Topeka Regional Airport

Airside Rehabilitation

FOE A-1 Distressed asphalt overlay.
1. Area of Repair: 75’ x 4’ = 300 SF
2. Method of Repair: 3” mill and overlay
3. Use extreme care when working adjacent to the new concrete

pavement on the 108th Kansas National Guard Ramp

FOE A-2 Distressed asphalt overlay.
1. Area of Repair: 12’ x 70’ = 840 SF
2. Method of Repair: 3” mill and overlay

FOE A-3 Ponding.
1. Area of Repair: 12’ x 25’ = 300 SF
2. Method of Repair: 2” mill and overlay
3. This spot is ponding water, field verify elevations in the area, “hump

up” patch to facilitate drainage and to prevent ponding.

FOE A-4 Distressed asphalt overlay.
1. Area of Repair: 21’ x 50’ = 1,050 SF
2. Method of Repair: 2” mill and overlay

FOE A-5 Distressed asphalt overlay.
1. Area of Repair: 4’ x 228’ = 912 SF
2. Method of Repair: 2” mill and overlay

FOE A-6 Distressed asphalt overlay.
1. Area of Repair: 4’ x 396’ = 1,584 SF
2. Method of Repair: 2” mill and overlay

FOE A-7 Distressed asphalt overlay.
1. Area of Repair: 4’ x 187’ = 748 SF
2. Method of Repair: 2” mill and overlay

FOE A-8 Distressed asphalt overlay.
1. Area of Repair: 3’ x 552’ = 1,656 SF
2. Method of Repair: 2” mill and overlay

FOE A-9 Distressed asphalt overlay.
1. Area of Repair: 10’ x 60’ = 600 SF
2. Method of Repair: 2” mill and overlay

FOE A-10 Pothole in asphalt pavement.
1. Area of Repair: 3’ x 3’ = 9 SF
2. Method of Repair: 2” mill and overlay
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Topeka Regional Airport

Landside Rehabilitation

FOE L-1 Crumbling edge of asphalt pavement.
1. Area of Repair: 4’ x 12’ (triangle) = 24 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-2 Distressed asphalt.
1. Area of Repair: 4’ x 111’ = 444 SF
2. Method of Repair: 4” mill and overlay
3. Mill 1’ east and 3’ west of crack

FOE L-3 Crumbling edge of asphalt pavement.
1. Area of Repair: 12’ x 14’ (triangle) = 84 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-4 Crumbling edge of asphalt pavement.
1. Area of Repair: 7’ x 11’ = 77 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-5 Crumbling edge of asphalt pavement.
1. Area of Repair: 5’ x 17’ = 85 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-7 Crumbling edge of asphalt pavement.
1. Area of Repair: 4’ x 54’ = 216 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-8 Crumbling edge of asphalt pavement.
1. Area of Repair: 3’ x 27’ = 81 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-9 Crumbling edge of asphalt pavement.
1. Area of Repair: 2’ x 8’ = 16 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-10 Mill and overlay with 4 full depth patches.
1. Area of Milling: 28’ x 250’ = 7,000 SF
2. Area of Full Depth Patch: 6’ x12’ = 72 SF
3. Area of Full Depth Patch: 5’ x 15’ = 75 SF
4. Area of Full Depth Patch: 8’ x 8’ = 64 SF
5. Area of Full Depth Patch: 8’ x8’ = 64 SF
6. Method of Repair: 4” mill and overlay
7. Method of Repair: 5” Full depth pavement repair

FOE L-11 Crumbling edge of asphalt pavement.
1. Area of Repair: 3’ x 36’ = 108 SF
2. Method of Repair: 6” Full depth pavement repair
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FOE L-12 Crumbling edge of asphalt pavement.
1. Area of Repair: 3’ x 5’ = 15 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-12a Distressed asphalt.
1. Area of Repair: 22’ x 47’ = 488 SF
2. Method of Repair: 4” Mill and overlay

FOE L-13 Crumbling edge of asphalt pavement.
1. Area of Repair: 7’ x 51’ = 357 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-14 Crumbling edge of asphalt pavement.
1. Area of Repair: 5’ x 5’ = 25 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-14a Crumbling edge of asphalt pavement.
1. Area of Repair: 5’ x 6’ = 30 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-15 Crumbling edge of asphalt pavement.
1. Area of Repair: 2’ x 30’ = 60 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-16 Crumbling edge of asphalt pavement.
1. Area of Repair: 3’ x 10’ = 30 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-17 Pothole.
1. Area of Repair: 4’ x 15’ = 60 SF
2. Method of Repair: 3” Mill and overlay

FOE L-18 Crumbling edge of asphalt pavement.
1. Area of Repair: 5’ x 15’ = 75 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-19 Crumbling edge of asphalt pavement.
1. Area of Repair: 3’ x 14’ = 42 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-20 Crumbling edge of asphalt pavement.
1. Area of Repair: 4’ x 120’ = 480 SF
2. Method of Repair: 6” Full depth pavement repair

FOE L-20a Crumbling edge of asphalt pavement.
1. Area of Repair: 4’ x 65’ = 260 SF
2. Method of Repair: 6” Full depth pavement repair
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METHOD OF REPAIRS

1. Full Depth Pavement Repair
a) Full depth sawcut around perimeter of patch.
b) Remove existing pavement.
c) Recompact existing subgrade.
d) Spray tack on exposed pavement edges.
e) Place new asphalt, no lift shall be greater than 4”, spray tack on surface between

lifts.
2. Mill and Overlay Repair

a) Sawcut around perimeter of area to be milled to the depth of milling.
b) Mill the existing pavement to proposed depth.
c) Spray tack on milled pavement surface and edges.
d) Place new asphalt, no lift shall be greater than 3”, spray tack on surface between

lifts.



MTAA Pavement Rehabilitation Quantities

Location 5" 6" 2" 3" 4"
TOP A-1 95
TOP A-1a 95
TOP A-2 1,920
TOP A-3 124

TOP L-1 52.5
TOP L-1a 81
TOP L-1b 54
TOP L-2 212
TOP L-2a 78

FOE A-1 300
FOE A-2 840
FOE A-3 300
FOE A-4 1,050
FOE A-5 912
FOE A-6 1,584
FOE A-7 748
FOE A-8 1,656
FOE A-9 600
FOE A-10 9

FOE L-1 24
FOE L-2 444
FOE L-3 84
FOE L-4 77
FOE L-5 85
FOE L-7 216
FOE L-8 81
FOE L-9 16
FOE L-10 275 7,000
FOE L-11 108
FOE L-12 15
FOE L-12a 488
FOE L-13 257
FOE L-14 25
FOE L-14a 30
FOE L-15 60
FOE L-16 30
FOE L-17 60
FOE L-18 75
FOE L-19 42
FOE L-20 480
FOE L-20a 260
Totals 465 2,153 9,193 1,200 7,932

Full Depth Mill and Overlay
Areas in SF
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